
DC AXIAL FAN

HDF9225 SERIES
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Vo l t a ge
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Vo l t a ge
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Ma x

Ai r f l ow

Ma x St a t i c

Pr e s s u r e

No i s e

Le ve l We i gh t

VDC VDC mA W r pm m3 / mi n . CFM mmAq i n c hAq dB( A) / m gr

* HDF9225L- 12LB 12 10. 2 - 13. 8 120 1 . 44Low

Spe e d
* HDF9225L- 24LB 24 20. 4 – 27. 6 65 1 . 56

2300 1 . 00 35 2 . 8 0 . 11 32

* HDF9225L- 12MB 12 10. 2 - 13. 8 160 1 . 92Mi dd l e

Sp e e d
* HDF9225L- 24MB 24 20. 4 – 27. 6 90 2 . 16

2850 1 . 25 44 4 . 3 0 . 17 37

* HDF9225L- 12HB 12 10. 2 - 13. 8 250 3 . 00Hi gh

Sp e e d
* HDF9225L- 24HB 24 20. 4 – 27. 6 125 3 . 00

3300 1 . 45 51 5 . 7 0 . 22 42

140

* Appr oval s = UL / CUR (UL FOR CANADA) / TUV

UL1007

AWG 24

300 +/- 20

8-DIA. 4.3+/-0.2

10 +/- 3

4

25.4 +/- 0.5

[1.0]

482.5 +/- 0.3

[3.25]
92 +/- 0.5

[3.62]

unit:
mm

[inches]
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3 Kingsley Business Park, New Road,
Kibworth Beauchamp
Leicestershire, LE8 0LE, UK

http://www.etdyn.com
email: info@etdyn.com


